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PRACTICE
CODE STD OR DETAIL DETAIL DESCRIPTION
SPEC. SECT.
STORY DRAIN A PIPE OR BOX CULVERT QUTLET MEADWALL WITH AN APRON AND D/SSTPATOR
OUTLET BLOCKS 15 USED TO REDUCE VELOCITY AT THE OUTLET OF A PIPE PRIOR TD
PROTECT 10N ENTERING AN EXISTING STREAN OR PUBLICLY MAINTAINED DRAINAGE STYSTEW,
SA SO, IT 1S USED ON THE OUTLET OF ALL BOX CULVERTS AND ON 48* AND LARGER
A PIPES. WAY BE USED ON INLET FOR FLOWING STREAMS. USE ON SWALL
Hes & 2332 PIPES WHEN OUTLET WELOCITY OF THE 25-YEAR STORW IS 12 fps AMD
GREATER.
SYWBOL
STORN DRAIN RIP-RAP QUTLET PROTECTION |5 USED T REDUCE VELOCITY AT THE OUTLET
OUTLET PROTECTION OF A PIPE, CHANNEL, OR STRUCTURE PRIOR TO ENTERING AN EX/STING
[RIP-RAP) STREAN OR PUBLICLY WAINTAINED DRAINAGE SYSTEW. THE WINIMUM DESIGN
OF RIP-RAP QUTLET PROTECTION SHALL BE THE 25-YEAR STORM PEAK FLOW,
CONSTRUCT 1 ON BUT LARGER STORMS ARE RECOMMENDED.
DETAIL D-55
SECTION 503 TYPE=I RIP=RAP AT A DEFTH OF J&° AMD FLACED ON FILTER FABRIC I5

PATTERN

FLAT §m
AREA

PREFERRED FOR ALL g50 </ |. 2 FEET. TYPE-3 RIP-RAP AT A DEFTH OF
18" AKD PLACED ON FILTER FABRIC WAY BE USED FOR 450 </- 0.7 FEET.

REFER TD THE LATEST EDITION OF THE “MARDAL FOR EROSION AND SEDIMENT
CONTROL N GEORGIA® FOR REOUIRED DESIGN DIMENS/ONS AMD DTHER
INFORMATION TO BE INCLUDED 1N THE PLANS,

PROVIDING A ROUGH S01L SURFACE WITH HORIZONTAL DEPRESSIONS, BY
QPERATING A CLEATED DOJER ON THE SLOPE IN A VERTICAL DIRECTION.

Sfm*;ﬁfm CREATING SERRATED SLOPES |N THE GRADING PROCESS TD CONSTRUCT
BENCHES WILL REDUCE RUNOFF VELOCITY AND INCREASE INFILTRATION OF
DETAIL 5-7
SECTION 205 IN WOST CASES THIS BWP 15 NOT REQUIRED TO BE SHOWN ON THE PLANS,
L INE CODE BUT REOU/RED TO BE COMPLETED BY THE CONTRACTOR UNDER ALL PROJECTS.
IF SERRATED SLOPES ARE SPECIFIED BY THE SOIL SURVEY, THEN THIS BWP
— SHALL BE SHOWN ON THE PLANS WHERE SERRATED SLOPES ARE TO BE USED.
1._‘5-":

TURBIDITY A FLOATING TURBIDITY CURTAIN |5 USED TO PREVENT SEDIMENT FROW
CURTAIN WO MG IN WATER BY ALLOWING IT TO DROP QUT OF SUSPENSION AND REWAIN
FLOAT ING WITHIN THE CONSTRUCTION ARFA. IT I5 TYPICALLY USED WHERE

CONSTRUCTION 1S REQUIRED IN A LARGE BODY OF WATER SUCH AS LAKES AND
c&ﬂ:rmm Dr_lfﬁl' RIVERS, IT SHOULD BE USED AS DIRECTED Br THE ENGINEER
SECTION 170 FLOAT I KG THIS BWP |5 ONLY TO BE USED WHEN PERMITTED FILL 15 BEING PLACED
INTO A STATE WATER. OR A5 A SUPPLEMENT TO ADEQUATELY PLACED
LINE CODE PERIWETER BWPs,
IT WAY ALSO BE REFERRED TO AS A FLOATING BOOM, SILT BARRIER, OF

/‘\'/\@/‘\/\ SILT CURTAIN,

TURBIDITY A STAKED TURBIDITY CURTAIN 1S USED TO PREVENT SEDIMENT FROM
CURTAIN - WOVING IN WATER BY ALLOWING 1T TO DROP QUT OF SUSPENSION AND REWAIN
STARED “_wORr A 7 WiTHIN THE CONSTRUCTION ARFA. IT IS TYPICALLY USED [N SHALLOW

e INUNDATED AREAS, IT WAY BE USED TO PROTECT A SWALL STREAM BEING
CONSTRUCT I ON ¥ N REALIGNED OR RESTORED. N THIS CASE, CURTAIN SHOULD EXTEND TO
DETAIL DB-51 BOTTOW OF STREAMBED. THE HEIGHT SHOULD BF LIMITED TO 5 FEET UNLESS
SECTION 170 STAKED DIRECTED AND EXTEND 2 FEET ABOVE NORMAL WATER FLEVATION. T SHOULD
BE WSED AS DIRECTED BY THE ENGINEER.
LINE CODE

f\/-\@/-\/k

THIS BWP 1S ONLY TO BE USED WHEN PERMITTED FILL 15 BEING PLACED
INTQ A STATE WATER, OR AS A SUPPLEMENT TO ADEQUATELY PLACED
PERTUETER BWPs.

IT WA BE REFERRED TO AS A SILT BARRIER OR SILT CURTAIN,
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NOTE :

I. DO NOT USE EROSION CONTROL ITEMS /N A FLOWING STREAW OR [N A TIDAL AREA BELOW HIGH TIDE,

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF ERQSION AND SEDIMENT CONTROL BEST WANAGEMENT PRACTICES (BWPs),
chi;ﬁmm ;Hgfégfii' EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMUISSION'S, 'WANUAL FOR EROSION AND SEDIMENT
L 1A,
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